UAVAGC

BSBF - Boj pressad flans

Rorsystem 2 mm svartplat

B&j BSBF 2 mm med flans, pressad. Grundlack RAL 7032. S (tjocklek) = 2 mm. R = 1,5 x @. For béjar med

annan radie, begar offert.

BSBF - B&j pressad med flans

Ritning pressad bdj R = 1,5 x D

Art.nr @ (mm) Grader (°) Vikt (kg)
BSBF-100-90 100 90 182
BSBF-120-90 120 90 252
BSBF-125-90 125 90 276
BSBF-150-90 150 90 4
BSBF-160-90 160 90 4.36
BSBF-180-90 180 90 5.08
BSBF-200-90 200 90 6.4
BSBF-250-90 250 Q0 10.6
BSBF-300-90 300 90 14.92
BSBF-350-90 350 90 2056
BSBF-400-90 400 Q0 28.28




Art.nr @ (mm) Grader (°) Vikt (kg)
BSBF-100-60 100 60 152
BSBF-120-60 120 60 196
BSBF-125-60 125 60 2.06
BSBF-150-60 150 60 31
BSBF-160-60 160 60 3.36
BSBF-180-60 180 60 3.98
BSBF-200-60 200 60 4.8
BSBF-250-60 250 60 7.6
BSBF-300-60 300 60 0.62
BSBF-350-60 350 60
BSBF-400-60 400 60 19.4

Art.nr @ (mm) Grader (°) Vikt (kg)
BSBF-100-45 100 45 1.22
BSBF-120-45 120 45 1.62
BSBF-125-45 125 45 176
BSBF-150-45 150 45 25
BSBF-160-45 160 45 276
BSBF-180-45 180 45 318
BSBF-200-45 200 45 3.9
BSBF-250-45 250 45 6.1
BSBF-300-45 300 45 8.42
BSBF-350-45 350 45 1258
BSBF-400-45 400 45 155

Art.nr @ (mm) Grader (°) Vikt (kg)
BSBF-100-30 100 30 1.02
BSBF-120-30 120 30 1.36
BSBF-125-30 125 30 146
BSBF-150-30 150 30 21
BSBF-160-30 160 30 226
BSBF-180-30 180 30 268
BSBF-200-30 200 30 31
BSBF-250-30 250 30 4.4
BSBF-300-30 300 30 6.32
BSBF-350-30 350 30 8.48
BSBF-400-30 400 30 1.2




Art.nr @ (mm) Grader (°) Vikt (kg)
BSBF-100-15 100 15 0.82
BSBF-120-15 120 15 1.02
BSBF-125-15 125 15 116
BSBF-150-15 150 15 1.6
BSBF-160-15 160 15 186
BSBF-180-15 180 15 1.08
BSBF-200-15 200 15 21
BSBF-250-15 250 15 29
BSBF-300-15 300 15 3.92
BSBF-350-15 350 15 6.48
BSBF-400-15 400 15 7.8
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