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SNR ATEX Not return valve
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Extraction of wood dust/shavings from
carpentry. ATEX dust separator with
explosion relief panels.
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In the event of an explosion in the dust collector, the ex-panels
are opened. There is a risk that the explosion via the pipe system
is returned to the extraction points, with material and personal
injury as a result.
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Extraction of wood dust/shavings from
carpentry. Pipe system, SNR damper and
dust separator with explosion relief panels.
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SNR ATEX Not return damper

Only for organic dust - not metal. To be
mounted on a horizontal duct, on the suction
side. Dimensions 100-900 mm (larger not
available ATEX).

C€

1370

Code/Codice SNR 100 = 700

a

BATCH & SERIES N.
N. LOTTO E SERIE

Production year
Anno produzione

Max air speed [m/s]

Massimo flusso [m/s] o
Kstmax [ bar m/s ] 260/ 270
Pred, max [ bar ] 0,5
European standard EN-16447

EPT 18 ATEX 3028 X

@ -20°C =Ta=+60°C
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L SNR350 | 0,500 2-4 CLASS 2-270 [BAR M/S]
o MIN-MAX :
’ DISTANCE ATEX CLASS AND KST MAX SNR 400 0,500 2-4 CLASS 2-270 [BARM/S]
MOEEL | i FROM THE
Par] | coNTARBMENT SNR450 | 0,500 3-4 CLASS 2 - 260 [BAR M/S]
SYSTEM [m] SNR500 | 0,500 3-4 CLASS 2 - 260 [BAR M/S]
SNR100 | 0,500 3-5 CLASS 2 - 270 [BAR M/S]
SNRS50 | 0,500 3-4 CLASS 2 - 260 [BAR M/S]
SNR125 | 0,500 3-5 CLASS 2 - 270 [BAR M/S]
SNR G600 | 0,500 3-4 CLASS 2 - 260 [BAR M/S]
SNR150 | 0,500 L CLASS 2 - 270 [BAR M/S]
SNR 650 | 0,500 3-4 CLASS 2 - 260 [BAR M/S)
SNR160 | 0,500 2-4 CLASS 2 - 270 [BAR M/S]
SNR700 | 0,500 3-4 CLASS 2 - 260 [BAR M/S]
SNR180 | 0,500 2-4 CLASS 2 - 270 [BAR M/S] : :
SNRS00 | 0250 6 CLASS 2 - 240 [BAR M/S]
SNR200 | 0,500 2-4 CLASS 2 - 270 [BAR M/S]
SNR900 | 0,500 5-6 CLASS 3 - 330 [BAR M/S]
SNR250 | 0,500 2-4 CLASS 2 - 270 [BAR MJS]
SNR300 | 0,500 2-4 CLASS 2 - 270 [BAR M/S]
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Drawing 1

SNR @100+700
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SNR @800

Drawing 3

SNR @900



Position Microswitch
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Manual pneumatic
valve

Pneumatic anti-opening lock
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Capacitive sensor

Detects if material gets stuck in the
damper. Requirements according to
American standard NFPA. Can be
mounted on existing dampers.

Capacitive Sensor



CAJAC

Products for Dust Handling Brea king element

Patented solution quick
closing of dampers

When the damper blade is
overpressured, the
counterweight part releases,
which enables a faster closing of
the damper.



