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Bag filter 
 for high-vacuum suction units 

Execution for toxic dusts with dust-free material discharge  
and/or for explosive dusts available 

filter surface 5 to 45 m² 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Multi-purpose 
                       Efficient 
                                  Economical 

                                                          Dependable 
Properties / Application Facilities 
 

 Top quality at top price, powerful and reliable  

 Service- and environmental friendly with high separation properties 

 Integrated drop chamber pre-separator 
 Different constructions possible: mounted or built-in filter, layout with material 

container or built-in discharge stirrer 

 Different filter cleaning systems, repulse or jet-pulse cleaning system 

 Different material discharge systems (double chamber system, flame drift-punch safe 
discharge system, cellular wheel sluice, pneumatic slide feeder, pendular flap, etc.) 

 Long duration of filter elements 

 Low consumption of compressed air 

 Proved world-wide  

 Easy replacement of filter bags 

 For stationary applications   

o for cleaning  
o for spot suction  
o for material transport  
o for recycling processes 
o in client’s specific production lines well integrable 



 
 

                                         Page 2 of 4 
 

Bag filter separator 

The FSP drop - chamber – bag filter is a fully automaticly, continuously working filter system for 
the most different materials. The filter separator is stationary mounted on a stand and can be 
equipped with the most different discharge systems. 
 
The FSP – series is especially suitable for coarse materials. The aerial entry, in connection with the 
integrated drop-chamber pre-separator and the optimum input stream of the single filter cassettes 
allow the application also with big loads of dust. The choice of the filter material, as well as the 
respective layout is dependent on the case requirement. The filter cassettes are easy to mount and 
can be exchanged also individually if needed. The internal supporting baskets with special profile 
provide for good dust separation. The assembly of the filters is done from the pure gas side.   
 
The clean-up of the filter bags can be either made by repulse system or by strong air pressure jets, 
in each case though automatically during operation. The clean-up can be adapted to the respective 
requirements by electronic time control. The dust sticking on the surface of the filter cassettes is 
thus detached and drops into the material hopper of the drop-chamber filter from where it is then 
discharged.  
 
Due to the layout with floor-flap and material discharge into a hopper or container respectively even 
strong bridge-building materials such as metal splinters can be safely disposed of. Different multi-
purpose container types guarantee low logistics expenditures for the disposal of the vacuumed-up 
materials and help therefore save costs significantly! 
 

Options 
 

 different material discharge systems and dimensions 

 different filter fabric available, depending on condition and temperature of material  

 different filter cleaning systems 

 differential pressure gauge and / or –switch on the filter 

 level guard 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

type FSP-10 FSP-15 FSP-20 FSP-20 

Filter  fabric     

area, m² 10 15 20 20 

quantity 10 15 20 20 

length, mm 1..000 

dimensions     

A   mm 1.500 2.000 2.500 1.500 

B   mm depending on customer requirements 

C   mm 1.500 1.500 1.500 1.500 

F   mm 710 710 710 1.285 

Materialvol., l depending on customer requirements 
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Bag filter separator 
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Technical data and dimensions 
 
 
   
 Filter separator with discharge valve 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 Filter separator with bottom discharge     
 
 
 
 
 
 
 
 
 
 
 
 

 

 
 
 Filter with screw conveyor for dustfree material discharge 
 
 
 
 
 
 
 
 
 
 
 
 
 

type FSP-10 FSP-15 FSP-20 FSP-30 FSP-45 

Filter  fabric      

area, m² 10 15 20 30 45 

quantity 10 15 20 20 30 

length, mm 1..000 1.500 

dimensions      

A   mm 1.500 2.000 1.500 1.500 2.000 

B   mm 2.210 2.535 2.785 3.285 3.810 

C   mm 1.500 1.500 1.500 1.500 1.500 

D   Ø mm 250 – 500 

E   mm 1.500 2.025 1.500 1.500 2.025 

F   mm 710 710 1.285 1.785 1.785 

Materialvol., l      

Weight, kg 900 930 1.400 1.480 1.560 

type FSP-10 FSP-15 FSP-20 FSP-20 

Filter  fabric     

area, m² 10 15 20 20 

quantity 10 15 20 20 

length, mm 1..000 

dimensions     

A   mm 1.500 2.000 2.500 1.500 

B   mm depending on customer requirements 

C   mm 1.500 1.500 1.500 1.500 

F   mm 710 710 710 1.285 

Materialvol., l depending on customer requirements 
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type FSP-10 FSP-15 FSP-20 FSP-30 FSP-45 

Filter  fabric      

area, m² 10 15 20 30 45 

quantity 10 15 20 20 30 

length, mm 1..000 1.500 

dimensions      

A   mm 1.500 2.000 1.500 1.500 2.000 

B   mm      

C   mm 1.500 1.500 1.500 1.500 1.500 

E   mm 500 – 1.500 

F   mm 710 710 1.285 1.785 1.785 

Materialvol., l      

Weight, kg 900 930 1.400 1.480 1.560 
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Bag filter separator 

 

 

 

 

 

 

 

  

 

 
 
 
 
 
 
 
 
 

 

Lajac offers economical, customised solutions inclusive respective accessories (pre-
separators, central piping systems, control units, suction hoses, suction nozzles, etc…) 
 
 
 
 
 
 

 
Maskingatan 10  
S-702 86 Örebro 
Sweden 

Tel: +46 (0) 19 32 00 87 
info@lajac.se 

 

 

 


